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HASH HENDREX
TECHNICAL RIDER

1 TECHNICS SL 1210 / 1200 MK2 (or MK5) with new needles systems
1 X HIGH QUALITY MIXER ALLEN & HEATH XONE 92 (ONLY)
2 X HIGH QUALITY STEREO MONITOR SPEAKERS
3 X CDJ 2000 (min) PIONEER
1 x RAISED SURFACE OR TABLE (50-60 cm High) for the Artist’s Flightcases (3)
1 X BOOTH SUB MONITOR
1 X MUTLIPLUG 5x220 VOLTS

REQUIREMENTS

- Monitoring: Monitor system shall be placed at shoulder height or above on each side of artist, NOT in front, behind nor on the floor. In the event that it is only
possible to install the monitors in mono or on one side only, it must be placed on the right side of the Artist. Monitor power must be derived from another power
source than that of the house system. The artist must be able to control the volume. In the event that no monitor speaker is present, monitor is not working, or
monitor is suffering from feedback and/or distortion and no replacement can be found, Arfist will not perform.

- Lightning: Artist prefers dark atmosphere with soft light on mixer
- The speakers must be placed high on stands, close left and right, ear level.

- RECORDINGS: Absolutely NO recordings of the Dj-set is permitted.

- Drinks: 1 bottle of Tequila, Bottles of Still Water

DJ SCHEMATICS
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for further information contact :: aetherartists.com



